400mm

PLAN VIEW

FOR MONUMENT BOX CASTING DETAILS SEE
CITY OF NANAIMO STANDARD DRAWING No. G5

ASPHALT PAVEMENT VARIES
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m' 90mm PROJECTION TO PERMIT
' GRADE CHANGE

oL 200mm 1.D. PVC PIPE RISER

e-\ZOmm MINUS CRUSHED STONE. THOROQUGHLY
COMPACTED AFTER CONC. HARDENS

400mm

BRASS VERT. & HORIZ. CONTROL BOLT,
STAMPED WITH B.C. GOVT. SERIAL NUMBER

. 100mm

POURED CONC. BASE 450mm x 450mm x 600mm MIN.
20 MPa, OR HAND MIX 1:5 — TOP 100mm TO BE
FORMED , SQUARE, LEVEL, AND FINISHED,

400mm x 400mm CONC. TO EXTEND TO

UNDISTURBED GROUND OR TO ROCK.

600mm

450mm_ TO 600mm

NOTE:
1. TO BE USED ONLY IN AREAS WHERE THERE IS NO CONCRETE CURB
AND GUTTER OR OTHER SUITABLE CONCRETE STRUCTURE

FOR INSTALLATION OF A FLUSH MOUNTED SURVEY MONUMENT.

DIMENSIONS ARE IN MILLIMETRES UNLESS OTHERWISE NOTED
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