PVC RISER C/W
RUBBER RING JOINT CAP -

TO BE ADJUSTED BY LOT -
OWNER TO SUIT FINISHED

50mm x 100mm CEDAR WOOD
MARKER POST, STORM SEWER
PAINTED GREEN, SANITARY SEWER-
PAINTED RED, MITH DEPTH FROM
TOP OF STAKE TO INVERT OF
SERVICE PAINTED TO NEAREST
0.0l METRE.
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NOTES: , L R 45° WYE
— CLEANOUT TEE, 300mm OF PIPE AND RISER TO BE PAINTED
RED FOR SANITARY SEWER AND GREEN FOR STORM SEWER SECTION A-A
~ INSTALL SERVICE 2.0m PAST RISER. ,
- GRADE OF CONNECTION TO BE NOT LESS THAN 2%.
- WHEN ROCK IS ENCOUNTERED IN SERVICE TRENCH EXCAVATE
AND BACKFILL A MINIMUM OF 1.5m BEYOND END OF SERVICE.
» MIN. .Om COVER AT R OR SUFFICIENT TO PICK UP
BASEMENT PLUMBING, WHICH EVER IS GREATER.
DIMENSIONS ARE IN MILLIMETRES UNLESS OTHERWISE NOTED
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